
Specifications

SKU: REMBOLSMKA-TH

Description:
Removable 90mm Surface Mount Twist
Type T-Handle Bollard - Keyed Alike -
1000mm High 

Material: Carbon Steel

Colour: Yellow powdercoated

Weight: 11kg

Height: 1000mm

Diameter: 90mm

Wall Thickness: 3mm

Base: Surface Mount Twist Type

Fixings: 4 x fixings required
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REMOVABLE 90MM SURFACE MOUNT
TWIST TYPE T-HANDLE BOLLARD

Enhance the safety and access control of your property with this newly designed T-Handle
Removable Bollard, offering a refined look and easier handling.
Ideal for car parks, warehouses, loading docks, and any area requiring temporary access
restriction, this bollard provides a strong, visible barrier when needed while allowing quick
removal for flexible access.

New & improved T-Handle top for a sleek appearance and easy operation
Removable twist-type design for quick installation and removal
Keyed alike system
Constructed from heavy-duty carbon steel with 3mm thick walls for maximum durability
Powder-coated yellow for high visibility in busy areas
Simple and easy installation
Offers both protection and convenience, ensuring optimal safety and access control for
your property
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REMOVABLE 90MM SURFACE MOUNT
TWIST TYPE T-HANDLE BOLLARD

Tools Required:
• Hammer drill with correct sized drill bit 
• Fixing kit 
• The correct sized socket 
• A hammer
 • A hand broom or industrial vacuum

Read instruction steps from beginning to end. 

Determine exactly where the bollard will be
placed. If you are installing more than one base
plate, it is a good idea to mark the ground to
ensure that you have a straight line to assist
you with the correct placement of your bollards. 

Using your hammer drill, drill a guide hole in
the surface, through each hole in the bollard
using the drill bit. (This is to mark the surface
so that you know where to continue to drill). 

Remove the bollard base plate and brush or
vacuum away the dust. 

Continue to drill each guide hole to almost the
entire length of your fixings. 

If you are using a plastic plug component, put it
in the drilled hole and hammer in. 

Place the base plate over the holes, line up and
place your fixing in the holes and screw or
hammer in. 

Use your socket to tighten the screw if
applicable. Be careful not to over tighten.

Installation: 
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