
Speed Cushion Installation Instructions for Asphalt Surfaces

INSTALLATION
GUIDE

String Line – Ensures the speed cushions are correctly
aligned.
Generator – Must support two hammer drills and a
compressor.
Hammer Drill – Requires a 16mm masonry drill bit
(ideally have two hammer drills).
Small Compressor & Air Trigger Gun – Used to clean
out drilled holes.
Epoxy Gun – Suitable for the epoxy cartridge provided.
Cordless Drill – Must support a 17mm socket to tighten
the coach screws.
Broom – To clean the area after installation.
Correct PPE – Ensure proper safety gear is worn during
installation.

Step 1: Position the speed cushion
Arrange all speed cushion segments in the correct position, ensuring they are securely linked
together.

Step 2: Drill holes
Using a 16mm masonry drill bit and an electric hammer drill, drill holes 100mm deep into the
pavement at each fixing point.

Step 3: Clean the holes
Use an air hose with a trigger nozzle or a small compressor to blow out any debris from the holes.

Step 4: Apply Epoxy
Insert two pulls of epoxy into each hole using an epoxy gun.

Step 5: Insert fixings
Insert the nylon plug into the hole until it is level with the surface.
Place the bolt and washer through the speed cushion segment and align them with the plug.

Step 6: Secure the speed cushion
Use a cordless drill with a 17mm socket to tighten the coach screws firmly into place.

Step 7: Final touches
Cover each fixing hole with the supplied cap.
Sweep the installation site clean.

Instructions -

Tools Required:


