
1. Introduction 

This manual provides step-by-step guide for the installation of the Hilti anchoring kit for the 

1200MM-STD-ARM and 1200MM-HVY-ARM system. This anchoring kit is designed for mounting onto 

a minimum 150mm thick precast concrete panel.  

 

2. Safety Precautions 

• Ensure that the precast panel has been inspected and approved by an engineer for 

adequate condition prior to installation. 

• Use appropriate personal protective equipment (PPE), including gloves, safety goggles, and 

a dust mask. 

• Follow all Hilti manufacturer guidelines for safe installation and handling of the anchoring 

system. 

• Ensure that all tools and equipment are in good working condition before starting 

installation. 

 

3. Required Tools and Materials 

Anchoring Kit Components: 

• Hilti HVU2 M12 x 110 Adhesive Capsule 

• Hilti HAS-5.8 M12 x 160 Anchor Rod (110mm embedment depth) 

Tools Needed: 

• Rotary hammer drill with a 12mm drill bit 

• Blower and brush set (for cleaning drilled holes) 

• Torque wrench (for tightening anchor rods to required torque) 

• Spirit level (to ensure correct alignment) 

 

4. Installation Steps 

Step 1: Marking and Drilling Anchor Points 

1. Mark the anchor points on the 150mm thick precast concrete panel, ensuring the minimum 

spacings confirmed by engineer are followed. 

2. Using a rotary hammer drill, drill 12mm diameter holes to a depth of 110mm at the marked 

points. 

3. Use a blower and brush to clean out all dust and debris from the drilled holes. 

Step 2: Inserting the Adhesive Capsule 

4. Insert one Hilti HVU2 M12 x 110 adhesive capsule into each cleaned hole. 



Step 3: Installing the Anchor Rods 

5. Insert the Hilti HAS-5.8 M12 x 160 anchor rod into each hole while rotating it slowly to 

ensure proper distribution of the adhesive. 

6. Allow the adhesive to cure as per Hilti’s recommended curing time, based on the ambient 

temperature and conditions. 

Step 4: Mounting the 1200MM-STD/HVY-ARM 

7. Once the adhesive has fully cured, align the 1200MM-STD/HVY-ARM with the installed 

anchors. 

8. Secure the arm in place using appropriate washers and nuts and tighten with a torque 

wrench to the recommended torque setting. 

9. Ensure the arm is level using a spirit level and make any necessary adjustments before fully 

tightening. 

Step 5: Final Inspection and Load Testing 

10. Perform a visual and physical inspection of the installation to confirm: 

o All anchors are fully embedded and tightened. 

o The arm is securely fastened and properly aligned. 

 



1200mm - HVY-ARM - LOAD CAPACITY 1000KG PER ARM MAXIMUM. EVENLY DISTRIBUTED

* M12 Hilti HVU2 M12 x 110
Advhesive capsule

* Hilti HAS-5.8 M12 x 160 Anchor rod
(110mm imbedment)
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